
Connection ESK to shutter motor:
Connect the adjustment cable to the motor cable with connecting terminals. 
Connect the individual wires with the same cable colour. Secure unused 
individual wires of the adjustment cable with a connecting clamp.
• For motor types B, BE, and RBX, connect all cables together.
• For motor type 3T45/3T35, the programming cable (grey) is not used. 
• For motor type RX, the programming cable (grey) and descent/ascent 
  (black) are not used.

1) grey = programming cable (only motor types RBX, B, and BE)
2) black = up or down / 3) brown = up or down, L1/phase
4) blue = N Neutral conductor / 5) green/yellow = PE Protective conductor

Change the direction of rotation of the motor:
To change the direction of rotation, swap the up and down leads (brown 
and black cable) on the adjustment cable.
The direction of rotation on RX and RBX radio motors can only be changed 
using the radio handheld transmitter.

Functional overview of the adjustment cable:

Buttons & Function
Up button: Controls the motor upwards / Down button: Controls the motor 
downwards / Set button: Save end positions (only for motor type 3T45-B
/3T35-B) /   LED lights up continuously: Power supply active
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1Adjustment cable ESK

Motor type 3T45-BE:
The ESK adjustment cable can be used on 3T45-BE motor types to  
set the end points and, if necessary, change them later without having to 
open the roller shutter box.

Upper endpoint setting (3T45-BE)
• Attach roller shutter curtains > Fig. 1.1
• Set the ESK to “Up” > Fig. 1.2
• Run the motor with the roller shutter in the upward direction and set the 
  upper end point by pressing the program button (motor stops). > Fig. 1.3
• The upper endpoint is now saved.

Lower endpoint setting (3T45-BE)
• Set the ESK to “Down” > Fig. 1.4
• Run the motor with the roller shutter in the downward direction and 
  set the lower end point by pressing the program button (motor stops). 
  > Fig. 1.5 
• The lower endpoint is now saved.
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2Adjustment cable ESK

Motor type 3T45-B/3T35-B:
The ESK adjustment cable can be used to set the end points for motor types 
3T45-B/3T35-B and, if necessary, change them later without having to 
open the roller shutter box.

Lower endpoint setting (3T45-B/3T35-B)
• Do not attach roller shutter curtains > Fig. 2.1
• Set the adjustment cable switch to “Down” > Fig. 2.2
• Run the tubular motor in the downward direction and set the end point by 
  pressing the green program button (motor stops).  > Fig. 2.3
• If the shaft needs to be turned slightly to attach the suspension springs, 
  press the program button. This will cause the motor to continue turning 
  the shaft.

Upper endpoint setting (3T45-B/3T35-B)
• Hang the roller shutter curtain on the roller shutter shaft using the 
  suspension springs > Fig. 2.4
• Set the adjustment cable switch to “Up” > Fig. 2.5
• Run the motor with the roller shutter in the upward direction and, when 
  the end point is reached, stop the motor by pressing the green program 
  button on the adjustment cable. > Fig. 2.6 
• Readjustment is possible by pressing the program button again.

Motor type 3T45/3T35:
The ESK adjustment cable is used with motor types 3T45 and 3T35 as an 
installation aid for raising/lowering when, for example, no switch has yet 
been installed. The adjustment cable is connected to the existing motor 
cable.

Motor type 3T45-RX/RBX/3T35-RX/RBX:
The ESK adjustment cable is used with the RX and RBX radio motors as a  
temporary power supply if, for example, no power cord has been installed 
yet.
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