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Radio wall transmitter 
WETF1 
1-channel

INTELLIGENT 
DRIVES & 
CONTROLS 
FOR SHUTTERS 
AND AWNINGS

INSTALLATION & 
OPERATING INSTRUCTIONS
Instructions and notes for installation and operation

Attention:   
It is important for the safety of persons 
to follow these instructions. 
Keep these instructions for future reference. 	
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PROPER USE

• Use the receiver and tubular motors only for automating roller shutters or awnings. 
• Use only original components and accessories from the manufacturer. 
• The power supply cable for the motors must be routed internally through the conduit to the junction box. 
  Local electrical regulations must be observed. 
• For the electrical connection of the receiver and the tubular motors, a  
  230 V / 50 Hz power supply with a fuse must be available at the installation site.

IMPROPER USE

• Users must be instructed on how to operate the tubular motor correctly. 
• Monitor the movement of the roller shutters to ensure that no one is put at risk. 
• Do not allow children to play with the motor controls. 
• Store remote controls in such a way as to prevent accidental operation (e.g. by children playing).

GENERAL SAFETY INSTRUCTIONS

• Risk of fatal electric shock when working on electrical systems.  
• The electrical connection, installation and commissioning of the receiver must only be carried out by  
  qualified personnel.  
• The receiver must only be installed and connected when the power supply is switched off. 
• The relevant regulations and guidelines must be strictly observed  
  to prevent injury to persons and damage to property. 
• Observe the safety instructions in accordance with EN 60 335-2-97:2000:  
  The mains connection cable for the drives must be routed internally. 
• Each motor requires a receiver. Please never operate multiple motors via a single receiver. 
• Do not use faulty devices: Never use faulty devices. 
  There is a risk of personal injury and damage to property due to electric shock or short circuits. 
• Keep the instructions for future reference.

Please read these important safety instructions before commissioning!
Incorrect installation can cause serious personal injury and damage to property. 
Failure to comply with this user information, including all instructions and provisions, will invalidate the warranty.
If these instructions are not followed, the manufacturer or supplier shall not be liable for any personal injury or damage to property.

 SAFETY INSTRUCTIONS

This symbol indicates a risk 
from electrical energy.  

Failure to follow the relevant 
instructions may result in 

danger to people and property!

This symbol indicates general 
hazard warnings. 

Failure to observe these 
warnings may result in danger 

to people and property!

This symbol indicates important 
information that can help ensure 
the safe and correct use of the 

device.
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 FUNCTION OVERVIEW

  Technical data

  Operating voltage / V AC

  Switching capacity

  Operating temperature range

  Frequency

  Range

  Dimensions (LxWxH)

  EAN

230 V / 50 Hz

for 230 V – roller shutter motors up to 300 W

-10 °C to +50 °C

433,92 MHz

approx. 30 meters indoors / 200 meters outdoors

80x80x48 mm

4260336113362

Do not expose the transmitter to moisture or damage it.  
If the transmitter’s range decreases,  
the battery should be replaced.

Buttons & function
Set button: For setting the times 
Mode button: For selecting the operating mode 
Enter button: For setting the times 
Up button: Controls the motor upwards 
Down button: Controls the motor downwards 
Stop button: Stops the motor

• Flush-mounted roller  
  shutter switch with 
  timer function and 
  built-in wireless 
  receiver 
 
• Controlled via control 
  buttons or wirelessly   
  using a transmitter 
 
• Compatible with all 3T 
  wireless transmitters 
 
• Up to 20 wireless 
  transmitters can be 
  stored

WETF1

Motor

Transmitter

L2
(Indoors)

  Voltage

  230 V / 50 Hz

L1 (Outdoor)

200 m

L2 (Indoor)

approx. 30 m

 Frequency

433,92 MHz

Set button

Mode button

Enter button

WETF1 Front

LCD-Display

Up button

Stop button

Down 
button

WETF1

Motor

Transmitter

L1
(Outdoor)

LCD-Display

Day of the week

Battery 
weak

Up

Operating 
mode 
Manual 
Auto 
Random

Hours
Down

Minutes

Seconds 
counter
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 INSTALLATION DISTANCE

Minimum distance between receivers: 0.2 m

20 cm

Receiver 1 
WETF1

Receiver 2 
WETF1

 WIRING PLAN

Radio wall transmitter WETF1  |  Installation distnce / Wiring plan

WETF1 Back

Tubular motor 
230 V / 50 Hz

Mains
230 V / 50 Hz

Connections
(from left to right)

Mains
L: L1 230 VAC

N: Neutral conductor

Tubular motor
N: Neutral conductor

 Drive up
 Drive down

1) black = down or up 
2) brown = down or up 
3) blue = N neutral conductor 
4) green/yellow = PE protective conductor

1) brown = L1 / phase 
2) blue = N neutral conductor 

3) green/yellow = PE protective conductor

1

2

3

1

2

3
4
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Press enter button  
for 3 seconds  

until the hours and  
minutes flash

 SETTINGS

Set operating mode:

Pressing the  
Mode button again  
repeats the process

Press Mode button 
for 2 seconds 

> Manual mode

Press Mode button 
for 2 seconds
> Auto mode

Press Mode button 
for 2 seconds

> Random mode

  Operating modes

  Manual mode

  Auto mode

  Random mode

Manual control without a timer function

Automatic control with timer function / Switching times can be set individually for each day of the week

Same as Auto mode / Random generator: shifts the switching times by ±15 minutes

Set the time and day of the week:

Press Mode button 
until Manual mode

Press Set button  
for 3 seconds 
> Hours flash

Press the Up or 
Down button  
to set hours

Press set button 
> Minutes flash

Press the Up or 
Down button  
to set minutes

Press set button 
> Weekday flashes

Press the Up or 
Down button to set 
the day of the week

Press the Set button
> the seconds counter flashes
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Press mode button
> Down-time hours 

flashing

Set start and end times for each day of the week: 

Press Mode button 
until Auto mode 
or Random mode

Press Set button  
for 3 seconds

Pressing the  
Up button or Down button  

displays the switching times  
for each day of the week.

For each day, you can  
set a start time and 

an end time

Press up or down 
button to set 

the hours

Pres set button
> Up-time minutes 

flashing

Press up or down 
button to set 
the minutes

Press up or down 
button to set 

the hours

Pres set button
> Up-time hours 

flashing

Press enter button  
> Switching time for a weekday  

is set

The switching time for the next 
weekday is displayed. The on-time 

hours flash. Set the on and off 
times for each weekday as  

described above.

Pres set button
> Down-time minutes 

flashing

Press up or down 
button to set 
the minutes

Once you have set the switching 
times for all days of the week, 

press the enter button for 
3 seconds until the hours and  

minutes start flashing

Then release the enter button. 

All times are saved. The current 
time and day of the week are 

displayed.

 SETTINGS
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The display shows  
“good” and goes blank

Press the stop and down button 
simultaneously for 6 seconds. 
“SEr2” appears on the display.  

All transmitters 
are deleted

OK
Switch on 
power supply

The display shows  
“good” and goes blank

Press mode button for 
6 seconds until “LEAr” appears 

on the display and flashes

Radio wall transmitter WETF1  |  Programming

 PROGRAMMING

Pairing a hand-held transmitter:

The setting is  
complete

OK

Changing the direction of 
rotation of the radio motor:

Delete all hand-held transmitters:

Switch on 
power supply Press up button 

on the transmitter

Press stop button
> LEAr appears  
and remains on

The display shows  
“good” and goes blank

Press the up and down button 
simultaneously for 6 seconds. 
“SEr1” appears on the display. 

The setting is  
complete

OK
Switch on 
power supply

Important when programming receivers:
Switch the receiver off and on via the power supply to put it into “learning mode”! The receiver can store a maximum of 20 transmitters. 
Several radio receivers can be programmed into a group using the same transmission channel.

After turning on the power supply, programming (pressing the buttons) must be completed 
within 10 seconds; otherwise, the motor will return to its default state.

After turning on the power supply, programming (pressing the buttons) must be completed 
within 10 seconds; otherwise, the motor will return to its default state.

After turning on the power supply, programming (pressing the buttons) must be completed 
within 10 seconds; otherwise, the motor will return to its default state.
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The display shows  
“good” and goes blank

Press the stop and up button 
simultaneously for 6 seconds. 
“SEr3” appears on the display.  

OK
Switch on 
power supply

 PROGRAMMING

Radio wall transmitter WETF1  |  Programming / Troubleshooting

Roller shutter & blind 
operating mode:

This setting allows you to switch from shutter mode to blind mode and vice versa. 
Roller shutter operating mode: Motor immediately switches to self-retaining mode when a direction button is pressed.
Blind operating mode: Jog mode possible. Only when the direction button is pressed for longer than 2 seconds is self-holding activated.

 TROUBLESHOOTING
WHAT TO DO WHEN ...

... the radio hand-held transmitter cannot be paired? 
• The receiver has not entered “learning mode” after switching the power supply off and on. 
• Switch the power supply off and on, then carry out the learning procedure again.  
• If you do not hear a beep from the receiver after switching on the power supply, carry out the learning procedure anyway and test the transmitter. 
• Programming by pressing the buttons must be carried out within 10 seconds of switching the power supply on. 
• The receiver’s memory is full; the receiver can store a maximum of 20 transmitters (channels).  
• The transmitter’s battery is too weak or flat.

... the automatic or holiday mode isn’t working? 
• The operating mode is not set to automatic or random mode.

... the automatic control system isn’t operating at the set times?  
• Incorrect time saved. 
• Incorrect day of the week saved. 
• Incorrect opening and closing times saved. 
• The time difference between the opening and closing times must not be less than 32 minutes.

The setting is  
complete

After turning on the power supply, programming (pressing the buttons) must be completed 
within 10 seconds; otherwise, the motor will return to its default state.
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EU Konformitätserklärung 
 
 
Wir, die Firma   3T Components GmbH & Co. KG 
    Grete-Schickedanz-Straße 5 
    55545 Bad Kreuznach 
    Deutschland 
    
 
    
erklären in alleiniger Verantwortung, dass das weiter unten genannte Produkt   
 
 
Geräteart: Funkempfänger für Rohrmotoren 
     
Modell  Artikelnummer         
 
WEF1   890 
WETF1   891 
AFE   565 
UPE1   571 
MFE   570  
AFE/LED   566  
 
 
 
 
  
  
die grundlegenden Anforderungen der aufgeführten EG/EU-Richtlinien erfüllt: 
 
 
2014/30/EU EMV-Richtlinie  
2014/53/EU RED-Richtlinie 
2014/35/EU Niederspannungsrichtlinie 
2011/65/EU RoHS- Richtlinie 
 
 
angewandte Standards und Verordnungen: 
 
 
EN 301 489-1 V1.9.2 
EN 301 489-3 V1.6.1 
EN 300 220-2 V3.1.1 
EN 61058-1:2002/A2:2008 
EN 61058-1/A2:2008 
EN 60669-1:1999/A2:2008 
EN 60669-2-1:2004/A12:2010 
EN 50581:2012 

 

 
 
 
 
 
Bevollmächtigter zur Zusammenstellung der technischen Unterlagen: 
 
 
Name, Position:   Patrick El Hadj-Henni, Geschäftsführer 
 
 

        Bad Kreuznach,  06.03.2019     
     …………………………….  ………………………….. 
     Datum     Unterschrift 



 Service and 

quality 

make all the 

difference!

INTELLIGENT 
DRIVES & 
CONTROLS 
FOR SHUTTERS 
AND AWNINGS

3T-Components GmbH & Co. KG
Grete-Schickedanz-Straße 5
D-55545 Bad Kreuznach

Email: info@3t-components.de
Tel: +49 (0)671 887 673-0
Fax: +49 (0)671 887 673-99
www.3t-components.de

Opening hours: 
Monday – Friday: 8.00 – 16.30

Social Media Links
Info, news and tips on roller shutters, awnings, smart home and more:

www.instagram.com/3tcomponents x.com/3TComponentswww.facebook.com/3TComponents bit.ly/youtube-3TComponents


