
 SETUP SHAFT SET SW60

1  Steel shaft 110 cm   2  Roller capsule SW60

LENGTH UP TO 1,10 m   

Shaft length: 110 cm

1 2

LENGTH UP TO 1,50 m   

Shaft length: 150 cm

1  Steel shaft 110 cm   2  Telescopic shaft 50 cm   E  Insertion length 10 cm

1 E 2

LENGTH UP TO 1,90 m   

Shaft length: 190 cm

1  Steel shaft 110 cm   2  Telescopic shaft 110 cm   E  Insertion length 30 cm

1 E 2

LENGTH UP TO 2,70 m   

Shaft length: 270 cm

1  Steel shaft 110 cm   2  Plug-in shaft 110 cm   3  Steel shaft 110 cm   4  Roller capsule SW60   E  Insertion length 30 cm

1 E 2 E 3 4

LENGTH UP TO 3,10 m   

Shaft length: 310 cm

1  Steel shaft 110 cm   2  Plug-in shaft 110 cm   3  Steel shaft 110 cm   4  Telescopic shaft 50 cm   
E1  Insertion length 30 cm   E2  Insertion length 10 cm

1 E1 2 E1 3 4E2

LENGTH UP TO 3,50 m   

Shaft length: 350 cm

1  3  Steel shaft 110 cm   2  Plug-in shaft 110 cm   4  Telescopic shaft 110 cm   E  Insertion length 30 cm

1 E 2 E 3 4E

Roller capsule SW60 

Steel shaft 110 cm 

Plug-in shaft 110 cm 

Telescopic shaft 110 cm 

Telescopic shaft 50 cm 



• The grooves on both shafts must be aligned.  > Fig. 1

• Push the steel shaft and plug-in shaft/telescopic shaft together according to the insertion length.  > Fig. 2 
  The insertion length must be at least 30 cm or at least 10 cm (telescopic shaft 50 cm)!

1 2

Insertion length 30 cm Insertion length 30 cm Insertion length 10 cm

 INSTALLATION INSTRUCTIONS SHAFT SET SW60

• Do not secure the motor with a screw!  > Fig. 4 
  This will damage the roller shutter motor and void the warranty! 
• The roller capsule only needs to be secured with a screw when it is pulled out of the shaft to adjust the 
  overall length.  > Fig. 5
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bit.ly/youtube-3TComponents

• Secure shaft connections per insert with a screw. Insert the screw into a pre-drilled hole.  > Fig. 3

Insertion Insertion Insertion
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Further instructions can be found 
on our YouTube channel:

3T-Components GmbH & Co. KG
Grete-Schickedanz-Str. 5 / 55545 Bad Kreuznach
www.3t-components.de

Email: info@3t-components.de
Tel: +49 (0)671 887 673-0
Fax: +49 (0)671 887 673-99

Opening hours: 
Monday – Friday
8.00 – 16.30


